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DH-PFM922I-6UN-C-100
UTP CAT6 Cable

    System Overview

Network cables are the most commonly used transmission mediums in 
generic cabling system. It is usually composed of 4 pairs of twisted wires, 
and is generally applied in system cabling within 100 meters.

  with one cable

· Manufacturing excellence

· 

· Top-notch Quality Commitment for 10 Years

Conductor

Material

Diameter

Wire Gauge 23AWG

Material

Thickness

Diameter

Color

Separator

Material

Specifica�on

Rip Cord

Material Polyester

Specifica�on 500D

Sheath

Material PVC

Diameter

Color Orange

Electrical

Conductor

Dielectric Strength No breakdown with 1kV DC for 1 min

Transmission

Characteris�c Impedance

Max. A�enua�on

Mechanical

Tensile Strength

>8 �mes of outer cable diameter

Environmental

Shrinkage of Insula�on

Insula�on
No migra�on
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Sheath Tensile Strength and 

Aging

Test
No cracking a�er the test

Heat Shock Test No cracking a�er the test

Opera�on Temperature

Installa�on Temperature

Storage Temperature and 
Humidity

Security

Ver�cal Fire Propaga�on Test

Packaging

Inner Carton Dimensions 286 mm × 119 mm × 289 mm 

Net Weight

Gross Weight

Packaging Dimensions 595 mm × 310 mm  × 270 mm 

Packaging Method

Compliance

Cer�fica�on
  

Type Model Descrip�on

 Cable Series
DH-PFM922I-
6UN-C-100 UTP CAT6 Cable

Conductor

Insulation

Rip Cord

Sheath

Cross Filler

Sheath

Conductor
Insulation

Rip Cord

Cross Filler

100000 mm±1000 mm

Orange

White/Orange

Green

White/Green

Blue

White/Blue

Brown

White/Brown

www.dahuasecurity.com


